Vertical Bottom
Discharge Centrifuge Typescvs

for Chemical industry

The SCVB type centrifuges are designed for high throughputs and are manufactured to meet a
multitude of configurations and unique processing requirements.

They are also designed to safely handle hazardous materials and are equipped with explosion

protection for gas (Ex Il 3G IIC T4 or EX Il 2G IIC T4) or with explosion protection for dust (Ex Il 3D
I1IB or EXII 2D IIIB)

Materials of construction:

- Stainless Steel 316L
- Duplex Stainless Steel
- Hastelloy C-22

- Rubber, vulcanised lining with hard and soft layers

Various design options and axillary equipment;

- Variable speed regenerative drive systems

- plc operating and processing control systems

- Operators local HMI control panel

- Outer-casing with full open inspection lid

- Outer-casing with partially opened inspection lid

- Residual heel removal device

- Feed suspension monitoring and control

- Solids (Product) washing

- Filtrate exit via gravity or siphon

- All upstream and down stream valving and
connection piping and hoses surrounding the
centrifuge installation

- Centrifuge sub-frame
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Vertical Bottom

Discharge Centrifuge Typescvs
for Chemical industry

Centrifuge type SCVB scvB SCVB SCVB
getyp 800/500 1000/630 1250/800 1250/1000

Basket Diameter 1000 1250 1250
Openlng Diameter of Basket mm
Basket Volume 0,128 0,252 0,501 0,626
kg 160 - 223 315 - 438 626 - 872 782 - 1089
Max. Basket Speed 1600 1280
-——
Drive Power 11-15 30-55 max. 90 max. 110
i | T | i |
x 1900 x 2300 x 2700 x 2700
Weight of empty centrifuge 2450 4000 6600 7000

Centrifude fvpe SCVB SCVB SCVB SCVB
entrituge typ 1600/1000 1600/1250 1800/1250 1800/1400

Basket Diameter 1600 1600 1800 1800
-m_
Openlng Diameter of Basket 1120 1120 1260 1260

Basket Volume 1.025 1.282 1.622 1.817

Max. Basket Load - 1282 - 1784 1600 - 2230 2000 - 2820 2270 - 3160

Max. Basket Speed

Centrifugal Force -————

Drive Power max. 160 max. 160 132 -200 160 - 200

| Di Hx W x L 2450 x 2350 2700 x 2350 2750 x 2550 2900 x 2550
External Dimensions H x W x x 3225 x 3225 % 3600 x 2900

Weight of empty centrifuge 11050 11650 15950 16300
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